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ALLOCATING INDIVIDUAL CIDs TO TRANSCODER CHANNELS ON 
AN AS NEEDED BASIS WITHOUT A FIXED RELATIONSHIP 
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TRANSCODING THE CALL IN THE RESPECTIVE TRANSCODER 
FROM A FIRST FORMAT TO A SECOND FORMAT 
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ESTABLISHING A SUBSTANTIALLY EVEN DISTRIBUTION OF 
CALLS AMONG THE TRANSCODERS IRRESPECTIVE OF AN 
UNEVEN CALL LOAD ON THE PVCs 
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PROVIDING AAL2 CID SWITCHING IN A WIRELESS 
ACCESS GATEWAY, THE WIRELESS ACCESS GATEWAY 
HAVING A PLURALITY OF DSPs ACTING AS 
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DISTRIBUTING INDIVIDUAL CALLS TO ANY ONE 
RESPECTIVE DSP OF AVAILABLE DSPs, THE AVAILABLE 
DSPs BEING A SUBSET OF THE PLURALITY OF DSPs 
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TRANSCODING THE CALL IN THE RESPECTIVE DSP 
FROM A FIRST ENCODING TO A SECOND ENCODING 
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TERMINATING ALL ATM AAL2 PVC'S AT AN INTERMEDIATE 
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SETTING UP A NEW SET OF INTERNAL AAL2 PVC'S 
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ALLOCATING A DSP CHANNEL FOR A NEW CALL AS A 
FUNCTION OF AT LEAST ONE PARAMETER, SUCH AS, THE 
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INSTRUCTING THE NEW NODE TO SWITCH THE INDIVIDUAL 
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